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Products Height Width No. Of Tubes Watts Colour
Delta T50 Delta T60
VVI8275VW 1800 275 4 1065 363 4604 White
VV18485VW 1800 485 7 1864 6356 8059 White
VV60625HW 600 625 9 939 3201 4059 White
VV60835HW 600 835 12 1251 ' 4265 5408 White
VVEOIIBHW 600 1185 17 1773 6045 7665 White
VVI8275VA 1800 275 4 1065 363 4604 Anthracite
VVI8485VA 1800 485 7 1864 6356 8059 Anthracite
VV60625HA 600 625 9 939 3201 4059 Anthracite
VVB0835HA 600 835 12 1251 4265 5408 Anthracite
VVBOTI8HA 600 1185 17 1773 [ 6045 7665 Anthracite

All product codes are available from stock.
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*Note: The distance between the connection centres equals the length of the radiator

Viva Vertical Viva Horizontal

Radiator Height (mm) | 1800 Radiator Height (mm) = 600

Water Content Per 4197 Water Content Per 3.199
Element/Tube (L) Element/Tube (L)

WIDTH

T

HEIGHT

All Vaporo radiators are BOE and
pipe centres are the radiator width
plus 74mm.
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*If used with Vaporo Valves.*

Please note due to manufacturing tolerances pipe centres may vary by +/- 10mm, we recommend
that pipe work is not altered until your radiator is on site.

All Viva Radiators: TestPressure:12bar  Max Operating Pressure: 10 Bar



